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NEXT ASSY: WT-6C-300 CALIBRATION ASSY

VIEW FROM FRONT (-X)  1:1

SECTION C-C  2:1

C

C

NOTES:
1. SLIDES OVER THE SLEEVE (WT-6C-301) AT STATION x = 0. TWO 1/4 DOWEL PINS THROUGH

THE RIMS ENTER THE SLEEVE TOP AND BOTTOM x = 0 HOLES; 2 NYLON-TIP SET SCREWS
TAKE UP THE CLEARANCE.

2. KNIFE-EDGE NOTCHES: 90 DEG V, APEX RADIUS .005 MAX, NO BURRS. THE APEX POSITIONS
ARE THE ROLLING-MOMENT ARMS: INSPECT AND RECORD ACTUALS (Y) AND APEX HEIGHT (Z)
FOR THE FIT SCRIPT.

3. USED AT ROLL 0 AND 180 DEG ONLY (NOTCHES ON THE TOP EDGE).

PROJECT

Wind tunnel - motorized 6-component sting balance

DRAWN / DATE

Claude (AI-generated)  2026-10-02
TITLE

ARM, ROLL CALIBRATION

CHECKED APPROVED

MATERIAL

6061-T6 ALUMINUM, .500 PLATE

FINISH

CLEAR ANODIZE TYPE II
DWG NO.

WT-6C-302

REV

A

SIZE

B
SCALE

1:1 / 2:1

WEIGHT

0.81 lb

SHEET

16 OF 36

UNLESS OTHERWISE SPECIFIED:

DIMENSIONS ARE IN INCHES

TOLERANCES:

  .X  ±.03    .XX  ±.010

  .XXX ±.005  .XXXX ±.0005

  ANGLES ±0°30'

BREAK SHARP EDGES .005-.015

SURFACE FINISH 63 µin Ra MAX

INTERPRET PER ASME Y14.5-2018

UNDIMENSIONED GEOMETRY PER STEP MODEL

THIRD ANGLE

9.200 ±.010
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4X 90° V-NOTCH .070 DEEP
(KNIFE-EDGE SEATS)

1.
15
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2X 1.10 SQ THRU (LIGHTENING)

6.000

2X 1/4-20 UNC-2B THRU TOP RIM
AT Y = ±.550, NYLON-TIP SET SCREWS

.500 ±.005

2X ⌀.2510-.2520 THRU RIM
(1/4 DOWEL PINS)

1.
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